
Nerf Bar Install 

You should have received: 

2 Nerf bars (passenger side has 2 steps)  
  
144 Sprinter hardware 

9 Angles  
(38) ⅜ bolts  
(18) ⅜ lock nuts  
(18) ¼ socket bolts  
(18) ¼ lock nuts  
(18) ⅜ riv nuts  
(2) ⅜ nuts 

170 Sprinter and 148 Transit hardware 

10 Angles  
(42) ⅜ bolt  
(20) ⅜ lock nuts  
(20) ¼ socket bolts 
(20) ¼ lock nuts  
(20) ⅜ riv nuts  
(2) ⅜ nuts 

 



Tools required: 

Impact driver - recommended 
Drill,  
9/16 and 7/16 wrenches   
3/16 allen key bit with extension,  
9/16 socket,  
1/4 adapter,  
1/4,13/32 drill bit and 17/32 drill bits (recommended),  
Riv nut gun 

 



Installation: 

Step 1: Line up rear end of the nerf bar flush with the rear wheel well 

 



Step 2: Drill ¼ holes from inside to outside in pinch weld (bottom of van) , then bolt with ¼ allen 
bolt and ¼ lock nuts 

 

Drill here ¼ (careful not to hit 
bar on outside

¼ allen bolt and lock nut 



Step 3: Install angles onto nerf bar leg with 3/8 bolt and regular nut to line up hole placement 
(passenger side start angles from the rear) 

 
                                                              
Step 4: Drill through holes on angle with 13/32 drill bit, then take the angle off and drill the same 
hole on van firewall with 17/32 drill bit for riv nut. 

 

Pre drill through angles with 13/32 drill bit. 
Please note top hole maybe on slight angle 
due to fire wall crease.

Note top hole maybe on 
slight angle



Step 5: Place Riv nuts into 17/32 hole in firewall, then place angle back on with ⅜ bolt and ⅜ 
lock nut. Then bolt angle into firewall Riv nut using 3/8 bolts 

 
For Sprinters : Recheck installation to make sure that all bolts and nuts are tight.  Check your 
install after 1 month and tighten any loose bolts or nuts. 
Ford Transits add’l steps:  
Some Ford Transit Vans have plastic side spoilers – our bars fit very tightly up against these – in 
some cases you may need to notch the plastic spoiler at the bottom of the van to accommodate 
the brackets.  

 

Recheck installation to make sure that all bolts and nuts are tight.  Check your install after 1 
month and tighten any loose bolts or nuts 

3/8 Riv nut – note top on 
maybe on slight angle 

3/8 bolt and lock nuts

3/8 bolt into Riv nut


