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Net Weight 3lbs
Dimention 11.8 % 18.9 x 5.5in (Height x Width x Depth)
Testing and Certification CE, UL, FCC
WI-FI Supported
Bluetooth Supported

AC Main Output/frequency Pure Sine Wave, 3600W (surge 6000w), 120V ~, 50Hz/60Hz

DC Main Output 13.6W/70A 1000W Max; 26.4V/60A, 1500W Max
AC Main Input Voltage/frequency 100-120V~ , 50Hz/60Hz
Solar Charging Input 15-150V 30A, 1000W Maix
Alternator Charging Input 13V 604, 1000W Max
Best Operating Temperature 68°F to 86°F (20°C to 30°C)
Capacity 2048Wh (51.2V, 404h) | 5120Wh (51.2V, 100AR)
Cell Chemistry Lithium lIron Phosphate
Cycle Life ~3000 Cycles to B0% capacity | ~3500 Cycles to 802 capacity
Operating Temperature -4°F to 140°F (-20°C to 60°C)
Dimention 11.2in x 13.7in % 7.8in | 11.8in x 19.7in x 10.2in (Height x Width x Depth)
Net Weight 37lbs 1 90lbs
AC Main Input 30A Max, 120V, 3600W
DC Main Input 70A Max
AC Output 6 AC Positions, 20A Max each
DC Qutput 12 Fused DC Positions (6 Pesitions controllable via Power Kit Console & APP)
Dimention 71in x 14in x 3.5in (Height x Width x Depth)
Net Weight 5.7lbs
Touch Screen (Diagonal) 7 Inch
Dimention 4.5in % 8.1in x 0.9in (Height x Width x Depth)
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